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(57) ABSTRACT

Systems and methodologies are described herein that facili-
tate a centralized structure for managing multi-radio coexist-
ence for a mobile device and/or other suitable device(s). As
described herein, a control plane coexistence manager (CxM)
entity and/or a data plane CxM entity can be implemented to
directly interact with a set of associated transceivers (e.g.,
radios, etc.) in order to manage conflicts between events
corresponding to the transceivers. Further, CxM operation
can be divided between the control and data planes such that
the control plane handles configuration and long-term opera-
tions such as radio registration, sleep mode management,
long-term event resolution, interaction with upper layers, etc.,
while the data plane handles short-term operations with
respect to radio event management based on incoming noti-
fications or event requests. For instance, the data plane can
evaluate a set of requested events, select event(s) to be
executed, and provide responses to the associated transceiv-
ers relating to the selection(s).
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CENTRALIZED COEXISTENCE MANAGER
FOR CONTROLLING OPERATION OF
MULTIPLE RADIOS

CROSS-REFERENCE

This application claims the benefit of U.S. Provisional
Application Ser. No. 61/221,244, filed Jun. 29, 2009, and
entitled “CENTRALIZED COEXISTENCE MANAGER
FOR CONTROLLING OPERATION OF MULTIPLE
RADIOS,” the entirety of which is incorporated herein by
reference.

BACKGROUND

1. Field

The present disclosure relates generally to wireless com-
munications, and more specifically to managing coexistence
between multiple radios utilized by respective devices in a
wireless communication system.

II. Background

Wireless communication systems are widely deployed to
provide various communication services; for instance, voice,
video, packet data, broadcast, and messaging services can be
provided via such wireless communication systems. These
systems can be multiple-access systems that are capable of
supporting communication for multiple terminals by sharing
available system resources. Examples of such multiple-ac-
cess systems include Code Division Multiple Access
(CDMA) systems, Time Division Multiple Access (TDMA)
systems, Frequency Division Multiple Access (FDMA) sys-
tems, Orthogonal Frequency Division Multiple Access
(OFDMA) systems, and Single-Carrier FDMA (SC-FDMA)
systems.

Generally, a wireless multiple-access communication sys-
tem can include a number of radios to support communication
with different wireless communication systems. Respective
radios can operate on certain frequency channels or bands or
can have respective predefined requirements. In order to man-
age communication via multiple radios and avoid collisions
and/or interference between respective radios, it would be
desirable to implement mechanisms to coordinate between
respective radios that are in collision (e.g., radios configured
such that their mutual operation would cause significant inter-
ference on at least one of the radios).

SUMMARY

The following presents a simplified summary of various
aspects of the claimed subject matter in order to provide a
basic understanding of such aspects. This summary is not an
extensive overview of all contemplated aspects, and is
intended to neither identify key or critical elements nor delin-
eate the scope of such aspects. Its sole purpose is to present
some concepts of the disclosed aspects in a simplified form as
a prelude to the more detailed description that is presented
later.

According to an aspect, a method is described herein. The
method can comprise identifying one or more transceivers
and a coexistence manager (CxM) entity associated with the
one or more transceivers; determining respective properties
of the one or more transceivers; generating one or more con-
figuration parameters to be utilized by the CxM entity; and
providing the one or more configuration parameters to the
CxM entity in connection with management of events asso-
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ciated with the one or more transceivers at the CxM entity
based on notifications provided by the one or more transceiv-
ers.

A second aspect described herein relates to a wireless
communications apparatus, which can comprise a memory
that stores data relating to one or more radios and a CxM
entity associated with the one or more radios. The wireless
communications apparatus can further comprise a processor
configured to determine respective properties of the one or
more radios, to generate one or more configuration param-
eters based at least in part on the respective properties of the
one or more radios, and to provide the configuration param-
eters to the CxM entity for management of events associated
with the one or more radios based on notifications provided
by the one or more radios.

A third aspect relates to an apparatus, which can comprise
means for obtaining information relating to properties of one
or more associated transceivers and means for generating
configuration parameters to be utilized by an associated CxM
entity in connection with management of events correspond-
ing to the one or more associated transceivers based at least in
part on the properties of the one or more associated transceiv-
ers.

A fourth aspect described herein relates to a computer
program product, which can include a computer-readable
medium that comprises code for causing a computer to obtain
information relating to properties of one or more associated
radios and code for causing a computer to generate configu-
ration parameters to be utilized by an associated CxM entity
in connection with management of events corresponding to
the one or more associated radios based at least in part on the
properties of the one or more associated radios.

According to a fifth aspect, a method is described herein.
The method can comprise identifying one or more transceiv-
ers and a CxM entity associated with the one or more trans-
ceivers; receiving one or more configuration parameters from
the CxM entity; receiving notifications of respective events
from the one or more transceivers; determining whether
respective events for which notifications are received can be
executed concurrently based at least in part on the one or more
configuration parameters; and transmitting respective
responses to the one or more transceivers according to a result
of the determining.

A sixth aspect described herein relates to a wireless com-
munications apparatus, which can comprise a memory that
stores data relating to one or more radios and a CxM entity
associated with the one or more radios. The wireless commu-
nications apparatus can further comprise a processor config-
ured to receive one or more configuration parameters from the
CxM entity, to receive notifications of respective events from
the one or more radios, to conduct a determination relating to
whether respective events for which notifications are received
can be executed concurrently based at least in part on the one
or more configuration parameters, and to transmit respective
responses to the one or more radios according to the determi-
nation.

A seventh aspect relates to an apparatus, which can com-
prise means for receiving a set of coexistence configuration
parameters and at least one event request; means for deter-
mining whether events corresponding to the at least one event
request can be executed concurrently based on the coexist-
ence configuration parameters; and means for communicat-
ing responses to respective transceivers corresponding to the
at least one event request according to a result of the deter-
mination.

An eighth aspect described herein relates to a computer
program product, which can include a computer-readable
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medium that comprises code for causing a computer to
receive a set of radio coexistence configuration parameters
and at least one radio event request; code for causing a com-
puter to determine whether radio events corresponding to the
at least one radio event request can be executed concurrently
based on the radio coexistence configuration parameters; and
code for causing a computer to communicate responses to
respective radios corresponding to the at least one radio event
request according to a result of the determination.

A ninth aspect described herein relates to a system oper-
able in a wireless communication system. The system can
comprise a control plane CxM that performs an analysis for a
set of transceivers and generates a set of coexistence configu-
ration parameters according to the analysis and a data plane
CxM that receives the coexistence configuration parameters
from the control plane CxM, identifies event requests from
the set of transceivers, conducts a determination relating to
whether events for which respective event requests are
received can be executed concurrently based on the event
requests or the coexistence configuration parameters, and
transmits respective responses to the set of transceivers
according to the determination.

To the accomplishment of the foregoing and related ends,
one or more aspects of the claimed subject matter comprise
the features hereinafter fully described and particularly
pointed out in the claims. The following description and the
annexed drawings set forth in detail certain illustrative
aspects of the claimed subject matter. These aspects are
indicative, however, of but a few of the various ways in which
the principles of the claimed subject matter can be employed.
Further, the disclosed aspects are intended to include all such
aspects and their equivalents.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram of an example wireless commu-
nication environment in which various aspects described
herein can function.

FIG. 2 is a block diagram of an example wireless device
that can be operable to manage coexistence between respec-
tiveradios in an associated wireless communication system in
accordance with various aspects.

FIG. 3 illustrates an example set of radios that can be
implemented in a wireless communication environment and
respective potential collisions that can occur among the
example set of radios.

FIG. 4 is a block diagram of a system that facilitates a
centralized architecture for radio event management in a
multi-radio communication environment in accordance with
various aspects.

FIGS. 5-6 illustrate example radio coexistence manager
architectures that can be implemented in accordance with
various aspects.

FIG. 7 illustrates operation of an example coexistence
manager in time in accordance with various aspects.

FIGS. 8-10 illustrate example architectures for a data plane
radio coexistence manager implementation in accordance
with various aspects.

FIGS. 11-12 illustrate example architectures for a control
plane radio coexistence manager implementation in accor-
dance with various aspects.

FIGS. 13-15 are flow diagrams of respective methodolo-
gies for managing coexistence between multiple transceivers
associated with a communications device.
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FIGS. 16-17 are block diagrams of respective apparatuses
that facilitate implementation of a centralized architecture for
multi-radio coexistence for a device operable in a communi-
cation system.

FIG. 18 is a block diagram of a wireless communications
device that can be utilized to implement various aspects
described herein.

DETAILED DESCRIPTION

Various aspects of the claimed subject matter are now
described with reference to the drawings, wherein like refer-
ence numerals are used to refer to like elements throughout.
In the following description, for purposes of explanation,
numerous specific details are set forth in order to provide a
thorough understanding of one or more aspects. It may be
evident, however, that such aspect(s) may be practiced with-
out these specific details. In other instances, well-known
structures and devices are shown in block diagram form in
order to facilitate describing one or more aspects.

Furthermore, various aspects are described herein in con-
nection with a wireless terminal and/or a base station. A
wireless terminal can refer to a device providing voice and/or
data connectivity to a user. A wireless terminal can be con-
nected to a computing device such as a laptop computer or
desktop computer, or it can be a self contained device such as
a personal digital assistant (PDA). A wireless terminal can
also be called a system, a subscriber unit, a subscriber station,
mobile station, mobile, remote station, access point, remote
terminal, access terminal, user terminal, user agent, user
device, or user equipment (UE). A wireless terminal can be a
subscriber station, wireless device, cellular telephone, PCS
telephone, cordless telephone, a Session Initiation Protocol
(SIP) phone, a wireless local loop (WLL) station, a personal
digital assistant (PDA), a handheld device having wireless
connection capability, or other processing device connected
to a wireless modem. A base station (e.g., access point or
Node B) can refer to a device in an access network that
communicates over the air-interface, through one or more
sectors, with wireless terminals. The base station can act as a
router between the wireless terminal and the rest of the access
network, which can include an Internet Protocol (IP) net-
work, by converting received air-interface frames to IP pack-
ets. The base station also coordinates management of
attributes for the air interface.

Moreover, it can be appreciated that various illustrative
logical blocks, modules, circuits, algorithm steps, etc.,
described in connection with the disclosure herein can be
implemented as electronic hardware, computer software, or
combinations of both. To clearly illustrate this interchange-
ability of hardware and software, various illustrative compo-
nents, blocks, modules, circuits, and steps are described
herein generally in terms of their functionality. Whether such
functionality is implemented as hardware or software
depends upon the particular application and design con-
straints imposed on the overall system. Skilled artisans can
implement the described functionality in varying ways for
each particular application, but such implementation deci-
sions should not be interpreted as causing a departure from
the scope of the present disclosure.

The various illustrative logical blocks, modules, and cir-
cuits described in connection with the disclosure herein can
additionally or alternatively be implemented or performed
with a general-purpose processor, a digital signal processor
(DSP), an application specific integrated circuit (ASIC), a
field programmable gate array (FPGA) or other program-
mable logic device, discrete gate or transistor logic, discrete
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hardware components, or any combination thereof designed
to perform the functions described herein. A general-purpose
processor can be a microprocessor, or alternatively the pro-
cessor can be any conventional processor, controller, micro-
controller, state machine, or the like. A processor can also be
implemented as a combination of computing devices, e.g., a
combination of a DSP and a microprocessor, a plurality of
microprocessors, one or more MiCroprocessors in conjunc-
tion with a DSP core, or any other such configuration.

Furthermore, various functions of one or more example
embodiments described herein can be implemented in hard-
ware, software, firmware, or any combination thereof. If
implemented in software, the functions can be stored on or
transmitted as one or more instructions or code on a com-
puter-readable medium. Computer-readable media can
include both computer storage media and communication
media. Communication media can include any medium that
facilitates transfer of a computer program from one place to
another. Likewise, storage media can include any available
media that can be accessed by a general purpose or special
purpose computer. By way of example, and not limitation,
computer-readable media can comprise RAM, ROM,
EEPROM, CD-ROM, digital versatile disc (DVD), blu-ray
disc, or other optical disk storage, magnetic disk storage or
other magnetic storage devices, and/or any other medium that
can be used to carry or store desired program code means in
the form of instructions or data structures and that can be
accessed by a general-purpose or special-purpose computer
or a general-purpose or special-purpose processor. Further,
any connection is properly termed a computer-readable
medium. For example, if software is transmitted from a web-
site, server, or other remote source using a coaxial cable, fiber
optic cable, twisted pair, digital subscriber line (DSL), or
wireless technologies such as infrared, radio, and/or micro-
wave, then such means are intended to be included in the
definition of medium. “Disk” and “disc,” as used herein,
includes compact disc (CD), laser disc, optical disc, DVD,
floppy disk, and blu-ray disc, where “disks” generally repro-
duce data magnetically while “discs” reproduce data opti-
cally (e.g., with lasers). Combinations of the above can also
be included within the scope of computer-readable media.

Referring now to the drawings, FIG. 1 illustrates an
example wireless communication environment 100 in which
various aspects described herein can function. Wireless com-
munication environment 100 can include a wireless device
110, which can be capable of communicating with multiple
communication systems. These systems can include, for
example, one or more cellular systems 120 and/or 130, one or
more wireless local area network (WLAN) systems 140 and/
or 150, one or more wireless personal area network (WPAN)
systems 160, one or more broadcast systems 170, one or more
satellite positioning systems 180, other systems not shown in
FIG. 1, or any combination thereof. It should be appreciated
that in the following description the terms “network™ and
“system” are often used interchangeably.

Cellular systems 120 and 130 can each be a CDMA,
TDMA, FDMA, OFDMA, SC-FDMA, or other suitable sys-
tem. A CDMA system can implement a radio technology such
as Universal Terrestrial Radio Access (UTRA), cdma2000,
etc. UTRA includes Wideband CDMA (WCDMA) and other
variants of CDMA. Moreover, cdma2000 covers 1S-2000
(CDMA2000 1X), IS-95 and IS-856 (HRPD) standards. A
TDMA system can implement a radio technology such as
Global System for Mobile Communications (GSM), Digital
Advanced Mobile Phone System (D-AMPS), etc. An
OFDMA system can implement a radio technology such as
Evolved UTRA (E-UTRA), Ultra Mobile Broadband
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(UMB), IEEE 802.16 (WiMAX), IEEE 802.20, Flash-
OFDM®), etc. UTRA and E-UTRA are part of Universal
Mobile Telecommunication System (UMTS). 3GPP Long
Term Evolution (LTE) and LTE-Advanced (LTE-A) are new
releases of UMTS that use E-UTRA. UTRA, E-UTRA,
UMTS, LTE, LTE-A and GSM are described in documents
from an organization named “3rd Generation Partnership
Project” (3GPP). cdma2000 and UMB are described in docu-
ments from an organization named “3rd Generation Partner-
ship Project 2” (3GPP2). Inan aspect, cellular system 120 can
include a number of base stations 122, which can support
bi-directional communication for wireless devices within
their coverage. Similarly, cellular system 130 can include a
number of base stations 132 that can support bi-directional
communication for wireless devices within their coverage.

WLAN systems 140 and 150 can respectively implement
radio technologies such as IEEE 802.11 (Wi-Fi), Hiperlan,
etc. WLAN system 140 can include one or more access points
142 that can support bi-directional communication. Simi-
larly, WLAN system 150 can include one or more access
points 152 that can support bi-directional communication.
WPAN system 160 can implement a radio technology such as
IEEE 802.15.1 (Bluetooth), IEEE 802.15.4 (Zigbee), etc.
Further, WPAN system 160 can support bi-directional com-
munication for various devices such as wireless device 110, a
headset 162, a computer 164, a mouse 166, or the like.

Broadcast system 170 can be a television (TV) broadcast
system, a frequency modulation (FM) broadcast system, a
digital broadcast system, etc. A digital broadcast system can
implement a radio technology such as MediaFL.LO™, Digital
Video Broadcasting for Handhelds (DVB-H), Integrated Ser-
vices Digital Broadcasting for Terrestrial Television Broad-
casting (ISDB-T), or the like. Further, broadcast system 170
can include one or more broadcast stations 172 that can sup-
port one-way communication.

Satellite positioning system 180 can be the United States
Global Positioning System (GPS), the European Galileo sys-
tem, the Russian GLONASS system, the Quasi-Zenith Satel-
lite System (QZSS) over Japan, the Indian Regional Naviga-
tional Satellite System (IRNSS) over India, the Beidou
system over China, and/or any other suitable system. Further,
satellite positioning system 180 can include a number of
satellites 182 that transmit signals used for position determi-
nation.

In an aspect, wireless device 110 can be stationary or
mobile and can also be referred to as a user equipment (UE),
a mobile station, a mobile equipment, a terminal, an access
terminal, a subscriber unit, a station, etc. Wireless device 110
can be a cellular phone, a personal digital assistant (PDA), a
wireless modem, a handheld device, a laptop computer, a
cordless phone, a wireless local loop (WLL) station, etc. In
addition, wireless device 110 can engage in two-way com-
munication with cellular system 120 and/or 130, WL AN sys-
tem 140 and/or 150, devices within WPAN system 160, and/
or any other suitable system(s) and/or device(s). Wireless
device 110 can additionally or alternatively receive signals
from broadcast system 170 and/or satellite positioning sys-
tem 180. In general, it can be appreciated that wireless device
110 can communicate with any number of systems at any
given moment.

Turning next to FIG. 2, a block diagram is provided that
illustrates an example design for a multi-radio wireless device
200. As FIG. 2 illustrates, wireless device 200 can include N
radios 220a through 2207, which can be coupled to N anten-
nas 210a through 2107, respectively, where N can be any
integer value. It should be appreciated, however, that respec-
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tive radios 220 can be coupled to any number of antennas 210
and that multiple radios 220 can also share a given antenna
210.

In general, a radio 220 can be a unit that radiates or emits
energy in an electromagnetic spectrum, receives energy in an
electromagnetic spectrum, or generates energy that propa-
gates via conductive means. By way of example, a radio 220
can be a unit that transmits a signal to a system or a device or
a unit that receives signals from a system or device. Accord-
ingly, it can be appreciated that a radio 220 can be utilized to
support wireless communication. In another example, a radio
220 can also be a unit (e.g., a screen on a computer, a circuit
board, etc.) that emits noise, which can impact the perfor-
mance of other radios. Accordingly, it can be further appre-
ciated that a radio 220 can also be a unit that emits noise and
interference without supporting wireless communication.

In accordance with one aspect, respective radios 220 can
support communication with one or more systems. Multiple
radios 220 can additionally or alternatively be used for a given
system, e.g., to transmit or receive on different frequency
bands (e.g., cellular and PCS bands).

In accordance with another aspect, a digital processor 230
can be coupled to radios 220a through 220% and can perform
various functions, such as processing for data being transmit-
ted or received via radios 220. The processing for each radio
220 can be dependent on the radio technology supported by
that radio and can include encryption, encoding, modulation,
etc., for a transmitter; demodulation, decoding, decryption,
etc., for a receiver, or the like. In one example, digital proces-
sor 230 can include a coexistence manager (CxM) 240 that
can control the operation of radios 220 in order to improve the
performance of wireless device 200 as generally described
herein. CxM 240 can have access to a database 242, which can
store information used to control the operation of radios 220.

For simplicity, digital processor 230 is shown in FIG. 2 as
a single processor. However, it should be appreciated that
digital processor 230 can comprise any number of processors,
controllers, memories, etc. In one example, a controller/pro-
cessor 250 can direct the operation of various units within
wireless device 200. Additionally or alternatively, a memory
252 can be used to store program codes and data for wireless
device 200. Digital processor 230, controller/processor 250,
and memory 252 can be implemented on one or more inte-
grated circuits (ICs), application specific integrated circuits
(ASICs), etc. By way of specific, non-limiting example, digi-
tal processor 230 can be implemented on a Mobile Station
Modem (MSM) ASIC.

In accordance with one aspect, CxM 240 can be utilized to
manage operation of respective radios 220 utilized by wire-
less device 200 in order to avoid interference and/or other
performance degradation associated with collisions between
respective radios 220. By way of further illustration, graph
300 in FIG. 3 represents respective potential collisions
between seven example radios in a given decision period. In
the example shown in graph 300, the seven radios include a
WLAN transmitter (Tw), an LTE transmitter (T1), an FM
transmitter (TT), a GSM/WCDMA transmitter (Tc), an LTE
receiver (R1), a Bluetooth receiver (Rb), and a GPS receiver
(Rg). The four transmitters are represented by four nodes on
the left side of graph 300, and the three receivers are repre-
sented by three nodes on the right side of graph 300. A
potential collision between a transmitter and a receiver is
represented on graph 300 by a branch connecting the node for
the transmitter and the node for the receiver. Accordingly, in
the example shown in graph 300, collisions may exist
between (1) a WLAN transmitter (Tw) and a Bluetooth
receiver (Rb); (2) a LTE transmitter (T1) and a Bluetooth
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receiver (Rb); (3) a WLAN transmitter (Tw) and a LTE
receiver (R1); (4) a FM transmitter (Tf) and a GPS receiver
(Rg); and (5) a WLAN transmitter (Tw), a GSM/WCDMA
transmitter (Tc), and a GPS receiver (Rg).

In accordance with another aspect, respective radios 220,
such as those represented by graph 300, can impact and/or be
impacted by respective other radios 220 through various
mechanisms (e.g., as represented in graph 300). For example,
radios 220 associated with device 200 can in some cases
interfere with each other through radiative, conductive, and/
or other interference mechanisms. In some cases, such inter-
ference can render some event combinations impossible or
otherwise impractical to occur across different radios simul-
taneously. Accordingly, it can be appreciated that a substan-
tially optimal decision on a given radio 220 (e.g., a decision
regarding whether to provide a negative acknowledgement
(NACK) or reduced transmit power for a WLAN transmitter
radio, etc.) can in some cases depend on the status of respec-
tive other associated radios 220.

In accordance with a further aspect, a centralized radio
coexistence manager (also referred to herein as a coexistence
manager or CxM) can handle management of radios in the
presence of potential conflicts (e.g., as illustrated by graph
300) without requiring piece-wise solutions for each pair of
mechanisms. An example implementation of a centralized
CxM architecture is illustrated by system 400 in FIG. 4. As
shown in diagram 400, a CxM 240 that manages coexistence
of a set of radios 220 can utilize a control plane CxM entity
412 and a data plane CxM entity 414 in order to manage
various aspects of coexistence between radios 220 in a cen-
tralized manner.

In one example, control plane CxM entity 412 and data
plane CxM entity 414 can interact with each other and with
respective radios 220 to facilitate management of radios 220.
For example, control plane CxM entity 412 can identify
respective properties associated with one or more radios 220
and generate a set of configuration parameters based on the
identified properties. Subsequently, data plane CxM entity
414 can receive and/or otherwise obtain the configuration
properties and determine whether respective events associ-
ated with radios 220 in system 400 can coexist (e.g., whether
the events are capable of operating substantially concur-
rently). Based on this determination, data plane CxM entity
414 can allow or disallow respective events at radios 220 by
transmitting responses to the radios 220 and/or otherwise
managing the operation of radios 220.

With respect to the operation of system 400 and respective
subsequently illustrated and described systems, it should be
appreciated that while respective operations are described in
relation to clustering and filtering of “radios,” the techniques
and/or mechanisms as described herein could be applied to
any suitable radio(s) or, more generally, to any suitable trans-
ceiver(s) employed within a wired communication system, a
wireless communication system, and/or any other suitable
communication system. Further, it should be appreciated that
the hereto appended claims are not intended to be limited to
any specific implementation(s) unless explicitly stated other-
wise.

In accordance with one aspect, system 400 can utilize a
centralized structure for CxM 240, such that respective radios
220 and/or other suitable transceivers communicate primarily
with CxM 240 for management of associated radio events.
For example, respective radios 220 or transceivers can inform
CxM 240 with respect to their events and main related param-
eters, from which CxM 240 can collect respective radio
events, identify potential collisions, and execute one or more
algorithms tailored to respective collisions to find a resolution
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for the collisions. Upon obtaining a resolution, CxM 240 can
communicate the resolution back to radios 220 or transceivers
in the form of responses to the respective radios 220 or trans-
ceivers.

By implementing a centralized coexistence architecture as
shown in system 400, it can be appreciated that various ben-
efits can be realized. These benefits can include, for example,
improved scalability (e.g., to support the addition, removal, or
modification of respective radios 220 or transceivers),
reduced hardware complexity, increased design flexibility,
increased overall performance, or the like.

In accordance with one aspect, control plane CxM entity
412 and data plane CxM entity 414 can cooperate to provide
various aspects of functionality relating to coexistence man-
agement in association with a wireless device and respective
radios 220 or transceivers utilized by the device. In one
example, a division of functionality between entities 412-414
can be based on timescale, such that control plane CxM entity
412 handles operations on a relatively slower timescale (e.g.,
sleep management, radio registration, long-term configura-
tion, etc.), while data plane CxM entity 414 handles opera-
tions on a relatively faster timescale (e.g., processing of deci-
sions based on incoming event notifications, etc.). In one
example, control plane CxM entity 412 and data plane CxM
entity 414 can be implemented using software, hardware, a
combination of software and hardware, and/or any other suit-
able means.

In one example, control plane CxM entity 412 can control
data plane functionality and/or configure the operations of
data plane CxM entity 414. For example, control plane CxM
entity 412 can generate one or more configuration parameters
for use by data plane CxM entity 414 in managing events
between respective radios 220 or transceivers. These configu-
ration parameters can include, for example, interference
tables relating to interference at respective victim radios and/
or other transceivers caused by one or more transmit power
levels at respective aggressor radios and/or other transceivers,
relative priorities of events executable by respective radios or
other transceivers, one or more protocols to be utilized for
communication between data plane CxM entity 414 and
respective radios 220 or other transceivers, or the like.

In one example, this configuration can be on a relatively
slow pace (e.g., on the order of software cycles) and can be
latency tolerant. By way of specific example, for a given
software cycle, data plane CxM entity 414 can receive respec-
tive notification events (NEs) from respective radios 220 or
transceivers that advertise future transmit and/or receive
activities. Subsequently, data plane CxM entity 414 can uti-
lize a simplified state machine and/or other suitable mecha-
nisms to determine an appropriate resolution for the radios
220 or transceivers, which can be relayed back to the radios
220 or transceivers. In one example, upon receiving a reso-
Iution decision from data plane CxM entity 414, respective
radios 220 or transceivers can be configured such that they are
required to follow the CxM decision.

In accordance with one aspect, some or all information that
is utilized to control data plane functionality of CxM 240 can
be obtained from one or more higher layers via control plane
CxM entity 412. For example, an upper layer entity can deem
aparticular radio 220 of higher priority than another depend-
ing on present traffic conditions and/or other factors. Addi-
tionally or alternatively, control plane CxM entity 412 can
relay information relating to radio link quality, coexistence
constraints, or the like, which can be utilized to assign flows
to respective radios. In accordance with other aspects, various
examples by which control plane CxM entity 412 and data
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plane CxM entity 414 can operate in relation to each other
and/or to other associated entities are described in further
detail infra.

Turning next to FIGS. 5-6, provided are systems 500-600
that illustrate example centralized CxM architectures that can
be implemented in accordance with various aspects. Turning
first to system 500 in FIG. 5, an example architecture is
illustrated that utilizes a shared bus between data plane CxM
entity 414 and respective associated radios 220. In one
example, control plane CxM entity 412 can be connectively
coupled to a central data plane CxM entity 414, respective
radios 220, and an associated connection manager (CnM)
510.

In accordance with one aspect, control plane CxM entity
412 can be implemented as a control mechanism in order to
enable prioritization and resolution of radio events through a
central data plane CxM entity 414. Additionally or alterna-
tively, control plane CxM entity 412 can facilitate registration
and/or configuration of individual technologies. In one
example, control plane CxM entity 412 and/or its interface
with data plane CxM entity 414 can operate on a substantially
slower timescale than the underlying events associated with
radios 220.

In accordance with another aspect, data plane CxM entity
414 can be a CxM block and/or other means that receives
notifications from respective radios 220 and coordinates the
radios 220 at least in part by communicating responses to the
notifications back to the corresponding radios 220. For
example, data plane CxM entity 414 can manage events asso-
ciated with respective radios 220 by providing resolutions to
events from multiple radios 220. In one example, respective
radios 220 can utilize a shared bus 520 to exchange real-time
information with data plane CxM entity 414. Shared bus 520
can, in turn, be associated with a bridge 530 and/or other
mechanisms, from which one or more external buses 540 (and
one or more radios 220 associated with such external buses
540) can be associated. In one example, data plane CxM
entity 414 and/or buses 520 or 540 can operate on a substan-
tially fast timescale as compared to the underlying events
associated with radios 220.

Referring next to system 600 in FIG. 6, a second example
centralized CxM architecture that can be employed is illus-
trated. As shown in system 600, respective radios 220 can be
connected to data plane CxM entity 414. Further, configura-
tion information for radios 220 can be provided by control
plane CxM entity 412 and/or other suitable means on the
control plane. Additionally or alternatively, a CxM interface
can be provided for communication between control plane
CxM entity 412 and data plane CxM entity 414.

In accordance with one aspect, to aid in meeting latency
requirements, communications between data plane CxM
entity 414 and radios 220 can be performed via a two-wire bus
(e.g., with one line for clock and one line for data) and/or
other suitable means. In another example, communication
between radios 220 and control plane CxM entity 412 can be
conducted via software messaging, a hardware bus structure
(e.g., at time intervals at which notifications are not sent), or
the like.

Turning to diagram 700 in FIG. 7, an example timeline for
CxM operation is illustrated. In one example, a CxM can
operate according to a timeline divided into decision units
(DUs) in time, which can be any suitable uniform or non-
uniform length (e.g., 100 us). By way of specific example, a
DU can be divided into a notification phase (e.g., 50 us) where
various radios send notifications of imminent events, an
evaluation phase (e.g., 30 pus) where notifications are pro-
cessed, and a response phase (e.g., 20 us) where commands
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are provided to various radios and/or other operations are
performed based on actions taken in the evaluation phase.
Various examples of techniques that can be implemented by a
CxM and/or related radios during the respective phases pro-
vided above are described in further detail infra. In one
example, timeline 700 can have a latency parameter defined
by the worst case operation of timeline 700, e.g., the timing of
a response in the case that a notification is obtained from a
given radio immediately following termination of the notifi-
cation phase in a given DU.

With reference next to FIGS. 8-10, respective systems 800-
1000 are provided that illustrate various manners in which
data plane CxM entity 414 can be implemented. It should be
appreciated, however, that systems 800-1000 are provided by
way of specific, non-limiting example and that any suitable
implementation(s) could be utilized for data plane CxM
entity 414 and/or other suitable entities as described herein.
Further, it should be appreciated that unless explicitly stated
otherwise, the hereto appended claims are not intended to be
limited to any specific implementation or combination
thereof.

With respect to systems 800-1000 and the illustrations and
descriptions that follow, the following definitions are utilized.
With respect to the term “events,” an event as used herein is
conveyed by respective radios 220 to CxM 240 and can be
characterized by parameters such as priority, start time and/or
periodicity, duration, deadline, and/or other factors such as
power level, associated frequencies, or the like. Further, with
respect to the term “priorities,” respective events can be
assigned a priority by CxM 240, respective radios 220 and/or
transceivers, and/or any other suitable entity or entities as
described herein. As used herein, priorities can have globally
defined meanings such that events from multiple technolo-
gies with the same priority have equal importance. In one
example, priorities can be changed by CxM 240 dynamically;
thus, by way of example, the priority of an event can be
configured to increase as the deadline approaches. Moreover,
the term “composite priority” refers to the priority of a com-
bination of events within a radio or for combinations of
radios.

Further, events as used herein can have multiple sub-events
defined within them. As used herein and generally in the art,
the distinction between an “event” and a “sub-event” is moti-
vated by resolvability, priority, and/or other factors. Resolv-
ability refers to the concept that respective events are inde-
pendently resolvable at CxM 240 and implementable at a
radio 220 while sub-events are not resolvable, and priority
refers to the concept that the priority of an event depends on
the priorities of its constituent sub-events.

As additionally used herein, a radio cluster is a minimal set
of transmit and/or receive radios 220 that can be indepen-
dently resolved (e.g., resolved such that their resolutions do
not depend on events from radios outside the cluster). More-
over, a compatible radio combination as used herein is
defined as a combination of radios 220 that can co-exist (e.g.,
with potential parameter modifications). Absolutely compat-
ible radios are defined herein as a combination of radios 220
that can coexist at substantially all power levels and frequen-
cies of the constituent radios 220, while absolutely incompat-
ible radios are defined herein as a combination of radios 220
that cannot or not allowed to be simultaneously active under
substantially any circumstances.

Turning now to system 800 in FIG. 8, a first example data
plane CxM implementation is illustrated. As shown in system
800, received radio events in a given DU are first passed by a
filtering process through a radio clustering block 810. In one
example, radio clustering block 810 can divide the radio
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events into respective clusters such that events in the same
cluster can potentially collide while those in different clusters
do not collide. Based on radio clusters generated by radio
clustering block 810, one or more following operations in
system 800 can be performed per cluster. In one example,
piecewise collisions between respective radios can be pro-
vided as input to radio clustering block 810.

Next, a set of dynamic radio clusters generated by radio
clustering block 810 can be passed to a resolution logic block
820, which can attempt to find a solution for coexistence
within the respective clusters. In the event that a coexistence
solution can be found for a given cluster, operation of system
800 can complete for that cluster. Thus, as shown in system
800, resolution can be utilized to find a coexistence solution
for clusters [T2 R4 R5] and [T3 R4 R6]. However, in the event
that a coexistence solution is not found for a cluster (e.g., [T1
R2 R3]), the cluster can be broken into its constituent events
for further processing. This can be performed by subsequent
blocks as described below.

In accordance with one aspect, resolution logic 820 can
utilize an exhaustive lookup table (LUT) with entries corre-
sponding to all combinations of radios in all potential clus-
ters. Alternatively, a progressive resolution (PR) graph can be
utilized, wherein nodes are defined for respective combina-
tions of radio frequency (RF) knobs, power levels, interfer-
ence levels, frequency sub-bands, etc., associated with
respective radios (e.g., denoted by parameters of the radios)
that can lead to a potential resolution and connections
between parameters in respective radios are defined if the
corresponding settings allow the radios to coexist. In such an
example, an overall resolution can be obtained by finding a
connected component of the graph, as traversing the con-
nected component would lead to a set of parameter settings
that allows the whole composite event to coexist. In one
example, the input to a resolution graph constructed in this
manner can include pairwise resolutions between various
parameters of respective radios.

Upon processing by resolution logic 820, respective clus-
ters for which a resolution is not initially found can be further
passed through a compatible subset generation (CSG) block
830, which can find the compatible subsets of a composite
event corresponding to a cluster that cannot be jointly
allowed. Upon generation of such subsets, the respective
subsets can be provided to a priority computation block 840.
As it can be appreciated that subsets generated by CSG block
830 for a given cluster are mutually exclusive, priority com-
putation block 840 can select a subset to grant from the
mutually exclusive subsets. In one example, a choice between
subsets as performed by priority computation block 840 can
be based on priorities of the respective subsets (e.g., based on
information provided by an event and radio priority table 850
or the like).

In accordance with one aspect, as different subsets can
contain different radios, priority computation block 840 can
normalize the priorities of respective radio events by dividing
the events into bins such that, for example, events in the same
bin are substantially the same priority across radios. For
example, bins can be created for acquisition bins from all
radios, radio events that lead to a connection loss, and so on.
While binning provides a form of coarse prioritization, how-
ever, it can be appreciated that more than one subset can have
events falling in the same bin. In this case, priority computa-
tion block 840 can arbitrate the events to meet long-term grant
targets based on relative priorities assigned to the bins.

In accordance with another aspect, system 800 can operate
in an iterative manner to provide confirmation that a selected
subset of radio events can coexist. In one example, the opera-
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tion of CSG block 830 can be configured such that coexist-
ence of respective generated subsets is not guaranteed. For
example, if CSG block 830 utilizes a simple subset generation
algorithm, generated subsets can be passed back to resolution
logic 820 to determine whether the events in the subsets can
actually coexist. Ifthe events cannot coexist, the subset can be
discarded. Alternatively, if CSG block 830 is configured to
generate only subsets that are guaranteed to coexist, this
iterative process can be omitted.

Turning next to system 900 in FIG. 9, a second example
data plane CxM implementation is illustrated. As shown in
FIG. 9, system 900 can include a radio filter 910, resolution
table(s) 920, and an event re-evaluation block 930, which can
perform in a similar manner to radio clustering block 810,
resolution logic 820, and CSG block 830, respectively, in
system 800. In accordance with one aspect, operation of
priority computation block 840 in system 900 can be divided
between priority computation block 840 and a separate pri-
ority comparison block 950. For example, priority computa-
tion block 840 can determine relative priorities of radio events
and/or radio event subsets (e.g., based on information from an
atomic and radio priority table 960), based on which priority
comparison block 950 can compare the computed priorities
and arbitrate between respective events and/or event subsets
as necessary.

FIG. 10 is a diagram of a system 1000, which illustrates a
third example data plane CxM implementation that can be
implemented in accordance with various aspects described
herein. As shown in system 1000, IDs of radios associated
with colliding events can be provided to a radio filter 910. In
one example, radio filter 910 can utilize one or more compat-
ibility tables 1010. A compatibility table 1010 can be, for
example, physically part of one or more resolution tables 920
and/or based on other suitable means. Compatibility table
1010 can include, for example, information corresponding to
respective radios corresponding to potential clusters (e.g.,
1-bit indicators for each combination of radios in a cluster to
indicate whether or not the combination of radios is possible).

Upon successful filtering, respective radio clusters can be
provided to a priority computation block 840, which can
utilize one or more priority tables 1020 or the like to compute
priority values for respective events in the clusters as gener-
ally described above. A priority comparison block 950 can
subsequently be utilized to select a highest priority radio
event combination, based on which resolution table(s) 920
and/or an event evaluation block 1030 can determine whether
the selected combination can coexist. Based on a determina-
tion by event evaluation block 1030, a set of notifications,
such as ACK/NACK parameters 1040, can be generated. In
one example, resolution and priority analysis can be con-
ducted in an iterative manner in system 1000 in a similar
manner to that described above with respect to systems 800-
900.

In accordance with one aspect, the data plane implemen-
tations illustrated by systems 800-1000 above can operate
under various assumptions. For example, it can be assumed
that the priority of a composite event is determined in the data
plane based solely on the constituent radio IDs and event IDs
corresponding to the composite event and not other param-
eters. Further, it can be assumed that if a set of radios is
compatible, any subset of those radios is also compatible.
Moreover, it can be assumed that the composite priority of a
radio event combination is greater than or equal to that of all
subsets contained within the radio event combination.

Returning to system 400 in FIG. 4 and diagram 700 in FIG.
7,itcan be appreciated that respective radios 220 can transmit
event notifications to data plane CxM entity 414 on the noti-
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fication period of a DU, based on which data plane CxM
entity 414 can provide corresponding responses during the
response period ofthe DU. In one example, notifications from
radios 220 to CxM 240 can be provided based on a slotted
mode, wherein notifications by a given radio 220 are trans-
mitted on a predefined slot in time within the notification
period of a DU. A slot assigned to a given radio 220 can be
static or dynamic, and can be based on an ID of the radio
and/or other suitable factors. Similarly, responses from CxM
240 to radios 220 can be provided using a slotted mode.
Additionally or alternatively, notifications and/or responses
communicated through system 400 can be provided in a
broadcast fashion. For example, CxM 240 can facilitate
increased response efficiency by broadcasting respective
responses to radios 220 such that respective radios 220 can
obtain information corresponding to substantially all
responses and identify respective responses that impact the
respective radios 220.

In accordance with one aspect, during the notification seg-
ment of a DU, any radio 220 having a future event can send a
message to CxM 240 identifying information such as whether
the event is for transmission or reception, the DU index at
which the event starts, the DU index at which the event ends,
and/or any other physical layer (PHY), medium access con-
trol (MAC), and/or other information (e.g., event power level,
channel information, bandwidth information, quality of ser-
vice (QoS) parameters, etc.) that can assist CxM 240 in mak-
ing an educated decision. In one example, when not utilized
for notification, resources associated with event notifications
can be used to transmit other information that can aid the
functionality of CxM 240, such as received signal strength
indication (RSSI) values, mode change parameters, or the
like.

In one example, a notification payload that can be utilized
for a wide area network (WAN) radio is shown in Table 1
below.

TABLE 1

Example notification event format for a WAN radio.

#
Field Bits Comments
Packet ID 2 To indicate whether the packet is for
notification or support information
Initial DU 7 DU index where the event starts
Final DU 7 DU index where the event ends

Number of Events 2
For each event:

A total of 4, 2 for transmit and 2 for receive

Event ID 2 Captures transmit or receive

Event type 4 Depends on event composition

Transmit power/ 4 Minimum power needed or maximum

Interference interference level tolerated

tolerated

Sub-band 3 For example, for a 20 MHz channel bandwidth
this field can index 5 MHz granularity

Reserved 2 For future use if needed

Total 72

As shown in the above table, the packet ID field indicates
whether a packet is for notification or for other information to
support CxM functionality. Further, the starting point and the
duration of a corresponding event are captured through the
first two fields using, e.g., 7-bit initial and final DU indices
(e.g., with a wraparound every 128 DUs). In one example, the
number of bits in the DU index fields can be based on the
expected maximum length of a given event of the correspond-
ing radio. Accordingly, it can be appreciated that the number
of'bits utilized for an event notification can be radio-specific.
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By way of specific example, 7 bits can correspond to an event
length of approximately 12.8 ms. In general, it can be appre-
ciated that the length of the field can be different for different
radios, and CxM 240 can be configured to map the field value
to an absolute DU count value to compare against events from
other radios 220.

In accordance with another aspect, after collecting all noti-
fications in a given DU, CxM 240 can run a state machine
and/or perform other suitable actions in the evaluation seg-
ment of a DU to obtain a proper resolution for each coexist-
ence issue occurring in the DU. Radios 220 can be idle with
respect to CxM 240 during this segment, or alternatively
radios 220 can continue to send some control information to
be used later by CxM 240. In one example, CxM 240 can
determine radio combinations that can be independently
resolved (e.g., that do not collide) during the evaluation seg-
ment of a DU. For example, for respective radio combina-
tions, resolutions can be obtained for respective events within
each radio in the combinations. Subsequently, if some events
cannot be allowed, a series of further operations can be per-
formed. For example, composite priority of the compatible
subsets of the combination can be determined, based on
which a combination with maximum composite priority can
be selected. A resolution can be determined for the winning
combination, and if some of the events cannot be allowed then
a subset with a next highest priority can be selected. In one
example, this process can be repeated for up to a maximum
number of iterations.

In accordance with a further aspect, after working out
resolutions for respective collected events in a DU, CxM 240
can send responses to all involved radios (e.g., in a broadcast
message, etc.) at the evaluation segment of the DU. In one
example, responses can include resolutions (e.g., ACK with
possible parameter changes, NACK, etc.) for respective
events. By way of specific, non-limiting example, a format
that can be utilized for responses can vary on a per-radio
basis. For example, a response for a WAN radio can utilize a
format as illustrated by Table 2 below.

TABLE 2

Example response format for a WAN radio.

#
Field Bits Comments
Radio ID 4 Index of the radio meant by the response
Transmit 5 The transmit RF knob index (3 bits) and the
RF Knob corresponding setting (2 bits)
Receive 5 The receive RF knob index (3 bits) and the
RF Knob corresponding setting (2 bits)
Sub-band ID 2 Ouly 4 levels in the radio allows sub-band

scheduling control

Number of Events 2 Up to 4 events, 2 transmit and 2 receive

For each event:

Event ID 2 Event index

Transmit power 4 Adjusted transmit power for the transmit event
ACK/NACK 1

Total 380 (Assuming 10 radios with 2 transmit events

and 2 receive events each)

Turning next to FIGS. 11-12, respective systems 1100-
1200 are provided that illustrate various manners in which
control plane CxM entity 412 can be implemented. It should
be appreciated, however, that systems 1100-1200 are pro-
vided by way of specific, non-limiting example and that any
suitable implementation(s) could be utilized for control plane
CxM entity 412 and/or other suitable entities as described
herein. Further, it should be appreciated that unless explicitly
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stated otherwise, the hereto appended claims are not intended
to be limited to any specific implementation or combination
thereof.

In general, it can be appreciated that control plane CxM
entity 412 can perform operations such as registering active
radios (e.g., to obtain necessary static parameters such as
bands, maximum transmit power, etc.); defining pairwise col-
lisions between radios based on registrations and/or pre-
defined rules; controlling priority computation, resolution,
and/or other operations at data plane CxM entity 414; con-
trolling the sleep mode of CxM 240; and/or other suitable
operations.

With reference first to system 1100 in FIG. 11, operation of
a first example control plane architecture can begin at a reg-
istration block 1100 by registering users and obtaining their
updated state(s). In general, it can be appreciated that system
1100 can utilize multiple communication protocols (e.g.,
notification and/or response formats), different sets of sup-
porting information (e.g., communication of RSSI in one or
more formats), etc. In one example, when respective radios
are turned on or otherwise enabled, they can be configured to
register with registration block 1100. During such registra-
tion, system 1100 can advertise a current used protocol, based
on which registration can be performed. During registration,
a radio can provide one or more static parameters such as a
frequency band (e.g., to define piecewise collisions), maxi-
mum transmit powers, any periodic events (e.g., periodically
sent pilots) the radio utilizes, potential RF knobs of the radio,
or the like. In another example, in the event that a radio
changes its state (e.g., from active to sleep), it can be config-
ured to update system 1100.

In accordance with one aspect, based on knowledge of
which radios are enabled and their states, a pairwise collision
block 1160 and/or other suitable means at system 1100 can
determine pairwise collisions and/or pairwise resolutions
(e.g., deeming some radio combinations irresolvable if
needed) between radios using a predefined lookup table. In
one example, this information can be passed to data plane
CxM entity 414 to configure its functionality. In another
example, one or more other parameters such as radio scaling
factors, priority binning information, and/or acceptable costs
for resolutions can also be forwarded to data plane CxM
entity 414.

In one example, system 1100 can utilize a radio clustering
block 1120 to define radio clustering during registration. This
can be performed, for example, using information obtained
from pairwise collision block 1160. For example, if pairwise
collision block 1160 determines that two radios can poten-
tially collide when operating in given bands, radio clustering
block 1120 can take such information into account when
determining a clustering for its associated radios.

In accordance with another aspect, system 1100 can facili-
tate improved power and/or interference quantization by
monitoring long term (e.g., over one or more software cycles)
average values. For example, system 1100 can receive aver-
age RSSI values and/or other indicators from data plane CxM
entity 414, based on which averaging can be conducted.
Based on this averaging, system 1100 can index power and/or
interference values as increments above or below the average
using the same number of bits specified in an associated
notification packet format and provide this information back
to the associated radios to facilitate proper quantization. By
providing power and/or interference information in this man-
ner, as opposed to providing full information corresponding
to absolute power and interference levels, it can be appreci-
ated that power and/or interference information can be pro-
vided from an understood segment of a potential range,
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thereby significantly reducing the amount of required over-
head for such information between system 1100 and data
plane CxM entity 414. In addition, it can be appreciated that
providing information in the above manner can reduce the
number of bits required for notifications communicated from
respective radios and/or transceivers to data plane CxM entity
414 and/or provide other benefits.

In accordance with a further aspect, data plane CxM entity
414 can be provided with radio priority information via a
radio priority block 1140. Such information can include rela-
tive priorities of respective radios, priorities of respective
constituent atomic events, or the like. In another example,
resolution logic 1130 can provide data plane CxM entity 414
with a resolution table corresponding to respective associated
radios. In a further example, system 1100 can provide one or
more supplemental configuration parameters 1170, such as
power backoff thresholds, timeout information, bin mapping
information, or the like, to data plane CxM entity 414. In yet
another example, a sleep control block 1150 and/or other
suitable mechanisms within 1100 can control sleep function-
ality of system 1100 and/or data plane CxM entity 414.

In accordance with a further aspect, system 1100 in some
cases can collect and analyze information obtained from data
plane CxM entity 414 and utilize such information along with
clusters generated by radio clustering block 1120 to generate
long-term resolutions between radios via resolution logic
1130 and/or other suitable means. For example, if one or more
radios are latency tolerant and allow coexistence solutions on
a relatively slow scale (e.g., on the scale of software cycles),
resolution procedures can be performed by resolution logic
1130 that are similar to those that can be performed by data
plane resolution logic. In one example, long-term resolutions
can also be conducted by system 1100 in the event that con-
flicts between respective radios are found to occur at above a
threshold frequency (e.g., as determined based on event con-
flict data obtained from data plane CxM entity 414).

In the other direction, data plane CxM entity 414 can send
information to be used by system 1100 and/or upper layer(s)
1180. For example, data plane CxM entity 414, having vis-
ibility to the radios, can provide information relating to the
link quality of respective radios (e.g., including the coexist-
ence impact on or by the radios). This information can be used
by an associated CnM and/or other mechanisms in defining
traffic to place on respective radios. In another example, data
plane CxM entity 414 can send additional information to
optimize CxM performance. For example, passing respective
notification events can assist system 1100 in identifying par-
ticular receiver RSSI values, average TX power on respective
transmitters, or the like, which can assist in creating relatively
long-term solutions such as inter-frequency handoff on one
radio or selection of a discontinuous transmission (DTX)/
discontinuous reception (DRX) setting that can minimize
collisions. Meanwhile, it can be appreciated that forwarding
resolutions can assist system 1100 in determining a pattern of
resolutions that repeat. In one example, such resolutions can
be cached and used without requiring traversal of the whole
CxM path every time a periodic collision occurs.

In another aspect, system 1100 can facilitate interaction
with one or more entities associated with upper layer(s) 1180.
By way of example, system 1100 can provide respective
information to upper layer(s) 1180, which in turn can utilize
a connectivity engine and/or other means to identify whether
itis utilizing an application on a radio with a coexistence issue
and, if so, to decide whether to move that application to
another radio. Additionally or alternatively, system 1100 and
upper layer(s) 1180 can coordinate with respect to any suit-
able operation(s) (e.g., changes in radio technology, etc.). In
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another example, upper layer(s) 1180 can provide informa-
tion to be utilized by system 1100 in managing radio coex-
istence. Thus, by way of example, upper layer(s) 1180 can
provide information to system 1100 relating to how to set
relative priorities between radios, such that factors such as
applications to be utilized, operating interferences, etc., can
be considered in setting the priorities for different radios. In
this manner, it can be appreciated that system 1100 can act as
a conduit to take priorities from upper layer(s) 1180 and to
generate and/or set one or more configuration parameters for
data plane CxM entity 414 based on such priorities and/or
other information from upper layer(s) 1180.

FIG. 12 illustrates a system 1200 which can be utilized as
an alternative control plane CxM implementation. As shown
in FIG. 12, system 1200 can include a registration block 1210,
a radio filter 1220, a radio priority block 1260, and a sleep
control block 1270, which can function in a similar manner to
that described above with respect to system 1100. In addition,
system 1200 can maintain an overall resolution table (RT)
1230 as well as a set of partial RTs 1240, which can collec-
tively function in a similar manner to resolution logic 1130 in
system 1100. As further shown in system 1200, operation of
a control plane CxM implementation with respect to data
plane CxM entity 414 can further leverage absolute incom-
patibility data 1250, which can be obtained from one or more
upper layer entities and/or by other suitable means.

Referring now to FIGS. 13-15, methodologies that can be
performed in accordance with various aspects set forth herein
are illustrated. While, for purposes of simplicity of explana-
tion, the methodologies are shown and described as a series of
acts, it is to be understood and appreciated that the method-
ologies are not limited by the order of acts, as some acts can,
in accordance with one or more aspects, occur in different
orders and/or concurrently with other acts from that shown
and described herein. For example, those skilled in the art will
understand and appreciate that a methodology could alterna-
tively be represented as a series of interrelated states or
events, such as in a state diagram. Moreover, not all illustrated
acts may be required to implement a methodology in accor-
dance with one or more aspects.

With reference to FIG. 13, illustrated is a methodology
1300 for managing coexistence between multiple transceiv-
ers (e.g., radios 220 and/or other suitable transceivers) asso-
ciated with a communications device. It is to be appreciated
that methodology 1300 can be performed by, for example, a
wireless device (e.g., wireless device 110 or 200, via a control
plane CxM entity 412 or a data plane CxM entity 414 asso-
ciated with a CxM 240) and/or any other appropriate com-
munications device. Methodology 1300 can begin at block
1302, wherein one or more transceivers and a CxM entity
associated with the one or more transceivers are identified.
Next, at block 1304, respective properties of the one or more
transceivers are determined. Methodology 1300 can then
conclude at block 1306, wherein one or more configuration
parameters to be utilized by the CxM entity identified at block
1302 in connection with management of events associated
with the transceiver(s) identified at block 1302 are generated
based on notifications provided by the identified
transceiver(s) (e.g., according to the properties determined at
block 1304).

FIG. 14 illustrates a second methodology 1400 for manag-
ing coexistence between multiple transceivers associated
with a communications device. Methodology 1400 can be
performed by, for example, a wireless terminal and/or any
other suitable network entity. Methodology 1400 begins at
block 1402, wherein one or more transceivers and a CxM
entity associated with the one or more transceivers are iden-
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tified. Methodology 1400 can then proceed to block 1404,
wherein one or more configuration parameters are received
from the CxM entity identified at block 1402, and to block
1406, wherein notifications of respective events are received
from the one or more transceivers identified at block 1402.
Next, at block 1408, it is determined whether respective
events for which notifications are received at block 1406 can
be executed concurrently based at least in part on the configu-
ration parameter(s) received at block 1404. Methodology
1400 can then conclude at block 1410, wherein respective
responses are transmitted to the corresponding transceiver(s)
according to a result of the determination performed at block
1408.

Turning next to FIG. 15, a third methodology 1500 for
managing coexistence between multiple transceivers associ-
ated with a communications device is illustrated. Methodol-
ogy 1500 can be performed by, for example, a multi-radio
wireless device and/or any other suitable network entity.
Methodology 1500 can begin at block 1502, wherein a set of
radios are filtered into respective radio clusters. Upon com-
pleting the acts described at block 1502, methodology 1500
can proceed to one or more of blocks 1504, 1506, or 1508 for
each cluster generated at block 1502. More particularly, at
block 1504, respective subsets of radios in a given radio
cluster are determined that can execute corresponding events
concurrently. At block 1506, respective events corresponding
to respective radios in a given radio cluster are prioritized. At
block 1508, a resolution is generated for respective radios in
a given radio cluster by determining whether configurations
for respective radios exist such that the radios can execute
corresponding events concurrently. Upon completing the acts
described at block 1504, block 1506, and/or block 1508,
methodology 1500 can conclude at block 1510, wherein one
ormore events to be executed are selected based on the results
of'the action(s) performed at blocks 1504, 1506, and/or 1508.

Referring now to FIGS. 16-17, respective apparatuses
1600-1700 that facilitate implementation of a centralized
architecture for multi-radio coexistence for a device operable
in a communication system are illustrated. It is to be appre-
ciated that apparatuses 1600-1700 are represented as includ-
ing functional blocks, which can be functional blocks that
represent functions implemented by a processor, software, or
combination thereof (e.g., firmware).

With reference first to FIG. 16, a first apparatus 1600 that
facilitates a centralized architecture for multi-radio coexist-
ence is illustrated. Apparatus 1600 can be implemented by a
communications device (e.g., wireless device 110 or 200, via
a CxM 240) and/or another suitable network entity and can
include a module 1602 for obtaining information relating to
properties of one or more associated transceivers and a mod-
ule 1604 for generating configuration parameters to be uti-
lized by an associated CxM entity in connection with man-
agement of events corresponding to the one or more
associated transceivers based at least in part on the properties
of the one or more associated transceivers.

Turning next to FIG. 17, a second apparatus 1700 that
facilitates a centralized architecture for multi-radio coexist-
ence is illustrated. Apparatus 1700 can be implemented by a
multi-radio mobile device and/or another suitable network
entity and can include a module 1702 for receiving a set of
coexistence configuration parameters and at least one event
request, a module 1704 for determining whether events cor-
responding to the at least one event request can be executed
concurrently based on the coexistence configuration param-
eters, and a module 1706 for communicating responses to
respective transceivers corresponding to the at least one event
request according to a result of the determination.
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FIG. 18 is a block diagram of a system 1800 that can be
utilized to implement various aspects of the functionality
described herein. In one example, system 1800 includes a
wireless device 1802. As illustrated, wireless device 1802 can
receive signal(s) from one or more networks 1804 and trans-
mit to the one or more networks 1804 via one or more anten-
nas 1808. Additionally, wireless device 1802 can comprise a
receiver 1810 that receives information from antenna(s)
1808. In one example, receiver 1810 can be operatively asso-
ciated with a demodulator (Demod) 1812 that demodulates
received information. Demodulated symbols can then be ana-
lyzed by a processor 1814. Processor 1814 can be coupled to
memory 1816, which can store data and/or program codes
related to terminal 1802. Additionally, wireless device 1802
can employ processor 1814 to perform methodologies 1300-
1500 and/or other similar and appropriate methodologies.
Wireless device 1802 can also include a modulator 1818 that
can multiplex a signal for transmission by a transmitter 1820
through antenna(s) 1808.

With respect to the above description, one of ordinary skill
in the art can appreciate that various aspects described above
can be implemented by hardware, software, firmware,
middleware, microcode, or any combination thereof. When
the systems and/or methods are implemented in software,
firmware, middleware or microcode, program code or code
segments, they can be stored in a machine-readable medium,
such as a memory or storage device. A code segment can
represent a procedure, a function, a subprogram, a program, a
routine, a subroutine, a module, a software package, a class,
or any combination of instructions, data structures, or pro-
gram statements. A code segment can be coupled to another
code segment or a hardware circuit by passing and/or receiv-
ing information, data, arguments, parameters, or memory
contents. Information, arguments, parameters, data, etc. can
be passed, forwarded, or transmitted using any suitable means
including memory sharing, message passing, token passing,
network transmission, etc.

Moreover, those of skill in the art can appreciate that infor-
mation and signals can be represented using any of a variety
of different technologies and techniques. For example, data,
instructions, commands, information, signals, bits, symbols,
and/or chips that may be referenced throughout the above
description can be represented by voltages, currents, electro-
magnetic waves, magnetic fields or particles, optical fields or
particles, or any combination thereof.

In addition, it is to be understood that the steps of the
various methods and/or algorithms as described in connec-
tion with the disclosure above can be embodied directly in
hardware, in a software module executed by a processor, or in
a combination of the two. A software module can reside in
RAM memory, flash memory, ROM memory, EPROM
memory, EEPROM memory, registers, hard disk, a remov-
able disk, a CD-ROM, or any other form of storage medium
known in the art. An example storage medium can be coupled
to a processor such that the processor can read information
from, and write information to, the storage medium. In the
alternative, the storage medium can be integral to the proces-
sor. The processor and the storage medium can reside in an
ASIC, which in turn can reside in a user terminal and/or in any
other suitable location. Alternatively, processor and the stor-
age medium can reside as discrete components in a user
terminal.

The above description of the disclosure is provided to
enable any person skilled in the art to make or use the disclo-
sure. Various modifications to the disclosure will be readily
apparent to those skilled in the art, and the generic principles
defined herein may be applied to other variations without
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departing from the spirit or scope of the disclosure. Thus, the
disclosure is not intended to be limited to the examples and
designs described herein, but is instead to be accorded the
widest scope consistent with the principles and novel features
disclosed herein. Furthermore, to the extent that the term
“includes” is used in either the detailed description or the
claims, such term is intended to be inclusive in a manner
similar to the term “comprising” as “comprising” is inter-
preted when employed as a transitional word in a claim.
Furthermore, the term “or” as used in either the detailed
description or the claims is meant to be a “non-exclusive or.”

What is claimed is:

1. A method, comprising:

identifying, by a first coexistence manager (CxM) entity,

one or more transceivers and a second coexistence man-
ager (CxM) entity associated with the one or more trans-
ceivers;

determining, by the first CxM entity, properties of the one

or more transceivers;

generating, by the first CxM entity, one or more configu-

ration parameters to be used by the second CxM entity;
and

providing the one or more configuration parameters from

the first CxM entity to the second CxM entity to enable
the first CxM entity and the second CxM entity to inter-
act to cooperatively manage events associated with the
one or more transceivers based on notifications provided
by the one or more transceivers, in which management
of a functionality relating to coexistence in association
with the one or more transceivers is divided between the
first CxM entity managing a first portion of the function-
ality and the second CxM entity managing a second
portion of the functionality, and in which the first portion
is distinct from the second portion.

2. The method of claim 1, wherein:

the determining comprises identifying at least one of the

one or more transceivers entering an enabled state from
a disabled state; and

the method further comprises registering the at least one

transceiver entering an enabled state.

3. The method of claim 1, wherein the generating com-
prises:

identifying a set of potential pairwise collisions between at

least two of the one or more transceivers; and
providing the set of potential pairwise collisions to the
second CxM entity.

4. The method of claim 1, wherein:

the determining comprises determining operating states of

the one or more transceivers; and

the method further comprises configuring an associated

sleep mode based at least in at on the operating state of
the at least one of the one or more transceivers.

5. The method of claim 1, wherein the generating com-
prises generating an interference table relating to interference
at respective victim transceivers caused by one or more trans-
mit power levels at respective aggressor transceivers.

6. The method of claim 1, wherein the generating com-
prises generating parameters relating to priorities of events
executable by the one or more transceivers.

7. The method of claim 1, wherein the generating com-
prises selecting at least one protocol for communication
between the second CxM entity and the one or more trans-
ceivers.

8. The method of claim 1, wherein the generating com-
prises:
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receiving event conflict information corresponding to the
one or more transceivers from the second CxM entity;
and

generating the one or more configuration parameters-based

at least in part on the event conflict information.

9. The method of claim 8, wherein the generating further
comprises:

identifying a conflict between a set of events associated

with the one or more transceivers based on the event
conflict information; and

instructing modification of a frequency channel and/or a

radio technology used for at least one event associated
with the conflict.

10. The method of claim 9, wherein the instructing modi-
fication comprises instructing modification of a radio tech-
nology used for at least one event associated with the conflict
in cooperation with one or more upper layer entities.

11. The method of claim 1, wherein the generating com-
prises:

receiving configuration information from one or more

upper layer entities; and

generating the one or more configuration parameters based

at least in part on the configuration information.

12. The method of claim 1, wherein the second CxM entity
is a data plane CxM entity.

13. The method of claim 1, wherein the first CxM entity is
a control plane CxM entity.

14. The method of claim 1, wherein the one or more trans-
ceivers comprise at least one radio.

15. The method of claim 1, in which the first CxM entity
operates at a slower timescale than the second CxM entity.

16. A wireless communications apparatus, comprising:

amemory for a first coexistence manager (CxM) entity, the

memory configured to store data relating to one or more
radios and a second CxM entity associated with the one
or more radios; and

a processor configured to cause:

determining, by the first CxM entity, properties of the one

or more radios,

generating, by the first CxM entity, one or more configu-

ration parameters based at least in part on the respective
properties of the one or more radios, and

providing the one or more configuration parameters from

the first CxM entity to the second CxM entity to enable
the first CxM entity and the second CxM entity to inter-
act to cooperatively manage events associated with the
one or more radios based on notifications provided by
the one or more radios, in which management of a func-
tionality relating to coexistence in association with the
one or more radios is divided between the first CxM
entity managing a first portion of the functionality and
the second CxM entity managing a second portion of the
functionality, and in which the first portion is distinct
from the second portion.

17. The wireless communications apparatus of claim 16,
wherein the processor is further configured to identify at least
one of the one or more radios entering an enabled state from
a disabled state and to register the at least one radio entering
an enabled state.

18. The wireless communications apparatus of claim 16,
wherein the processor is further configured:

to identify a set of potential pairwise collisions between at

least two of the one or more radios, and

to provide the set of potential pairwise collisions to the

second CxM entity.

19. The wireless communications apparatus of claim 16,
wherein the processor is further configured:
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to determine operating states of the one or more radios, and
to configure a sleep mode of the wireless communications
apparatus and/or the second CxM entity based at least in
part on the operating states of the One or more radios.
20. The wireless communications apparatus of claim 16,
wherein the processor is further configured to generate
parameters relating to priorities of events executable by the
one or more radios.
21. The wireless communications apparatus of claim 16,
wherein the processor is further configured:
to receive event conflict information corresponding to the
one or more radios from the second CxM entity, and
to generate the one or more configuration parameters based
at least in part on the event conflict information.
22. The wireless communications apparatus of claim 16,
wherein the processor is further configured:
to identify a conflict between a set of events associated with
the one or more radios that occurs above a threshold
frequency based on the event conflict information and,
to instruct modification of a frequency channel and/or a
radio technology used for at least one event associated
with the conflict.
23. The wireless communications apparatus of claim 22,
wherein:
the memory further stores data relating to one or more
upper layer entities; and
the processor is further configured to instruct modification
of a radio technology used for the at least one event
associated with the conflict in cooperation with the one
or more upper layer entities.
24. The wireless communications apparatus of claim 16,
wherein:
the memory further stores data relating to one or more
upper layer entities; and
the processor is further configured:
to receive configuration information from the one or
more upper layer entities, and
to generate the one or more configuration parameters
based at least in part on the configuration information.
25. The wireless communications apparatus of claim 16,
wherein the second CxM entity is a data plane CxM entity.
26. The wireless communications apparatus of claim 16,
wherein the first CxM entity is a control plane CxM entity.
27. An apparatus, comprising:
means for obtaining information relating to properties of
one or more transceivers;
means for generating configuration parameters to be used
by a first coexistence manager (CxM) entity associated
with the one or more transceivers; and
means for providing the one or more configuration param-
eters to the first CxM entity to enable the first CxM entity
and another CxM entity to interact to cooperatively man-
age events associated with the one or more transceivers
with a second CxM entity based on notifications pro-
vided by the one or more transceivers, in which manage-
ment of a functionality relating to coexistence in asso-
ciation with the one or more transceivers is divided
bwtween the first CxM entity managing a first portion of
the functionality and the second CxM entity managing a
second portion of the functionality, and in which the first
portion is distinct from the second portion.
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28. The apparatus of claim 27, wherein:
the means for obtaining information comprises means for
identifying at least one transceiver of the one or more
transceivers entering an enabled state from a disabled
5 state; and

the apparatus further comprises means for registering the at
least one transceiver entering an enabled state.

29. The apparatus of claim 27, wherein the means for
generating comprises means for generating configuration
parameters relating to potential pairwise collisions between
at least two of the one or more transceivers.

30. The apparatus of claim 27, wherein:

the means for obtaining information comprises means for
determining operating states of the one or more associ-
ated transceivers; and

the apparatus further comprises means for configuring an
associated sleep mode based at least in part on the oper-
ating states of the one or more associated transceivers.

31. The apparatus of claim 27, wherein the means for
generating comprises means for generating the configuration
parameters relating to priorities of events executable by the
one or more associated transceivers.

32. The apparatus of claim 27, wherein the means for
generating comprises:

means for receiving event conflict information correspond-
ing to the one or more associated transceivers from the
CxM entity; and

means for generating the configuration parameters based at
least in part on the event conflict information.

33. The apparatus of claim 27, further comprising means
for cooperating with one or more upper layer entities with
respect to modification of a radio technology used for at least
one event associated with one or more associated transceivers
based at least in part on the properties of the one or more
associated transceivers.

34. The apparatus of claim 27, wherein the means for
generating comprises:

means for receiving configuration information from one or
more upper layer entities; and

means for generating the configuration parameters based at
least in part on the configuration information.

35. The apparatus of claim 27, wherein one or more asso-

ciated transceivers comprises at least one radio.

36. A computer program product, comprising:

a non-transitory computer-readable medium having non-
transitory program code recorded thereon, the program
code comprising:
code it causing a computer to obtain, by a first coexist-

ence manager (CxM) entity, information relating to
properties of one or more-radios;

code for causing a computer to generate configuration
parameters to be used by a second coexistence manager
(CxM) entity associated with the one or more radios; and

code for providing the configuration parameters from the
first CxM entity to the second CxM entity to enable the
first CxM entity and the second CxM entity to interact to
cooperatively manage events associated with the one or
more radios based on notifications provided by the one
or more radios, in which management of a functionality
relating to coexistence in association with the one or
more radios is divided between the first CxM entity
managing a first portion of the functionality and the
second CxM entity managing a second portion of the
functionality, and in which the first portion is distinct
from the second portion.
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